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The IP77F1 is an affordable SIP phone that has multiple 
functions. It comes with a larger 2.5-inch display that has a 
resolution of 128 x 48 pixels, supports 2 SIP lines, and has 
local 6-party conferencing capabilities to provide a 
user-friendly experience. The IP77F1 also includes rich 
features such as HD audio, dual Gigabit Ethernet ports, and 
PoE support, making it an efficient and high-quality communi-
cation tool for businesses.

Specifications
■ Keypad: 33 keys, including
■ Handset / Hands-free /
■ Standard RJ9 Handset Wire x1
■ Desktop Stand x1
■ Status Indicator Light x1 (Red)
■ RJ9 Port x2: Handset x1, Headset x1
■ RJ45 Port x2: Network x1, PC x1

(Bridged to Network)
■ Color: Black

Device Dimensions:
■ Desktop Stand (45°): 169x203.6x172.7 mm
■ Desktop Stand (50°): 169x194x181 mm
■ Wall mountable: 169x113.4x207.6 mm
■ Gift Box Dimensions: 250x220x55mm
■ Outer CTN Dimensions: 460x300x270mm

(10 PCS)
＊Specifications are subject to change without prior notice

■ 128x48 Graphical LCD with Backlight
■ 2 SIP Lines
■ 1000 Contacts
■ G.722, OPUS Codec Support
■ Desktop Stand / Wall Mountable (Optional)
■ Handset / Hands-free / Headset (RJ9)
■ Call logs (in/out/missed,600 entries)
■ Blocked list / allowed list
■ Voice message waiting indication
■ Programmable dss/soft keys
■ Support plantronics wireless headset

(through EHS20EHS cable)
■ PoE + Gigabit




