
Specifications 
■ LCD: 3.5inch (480x320) color screen
■ Keypad: 26 keys,
■ HD Handset (RJ9) x1
■ Standard RJ9 Handset Wire x1
■ 1.5M CAT5 Ethernet Cable x1
■ RJ9 Port x1: Handset x1
■ RJ45 Port x2: Network x1, PC x1 (Bridged to 

Network)
■ USB Port x1: Standard A, Only used for 

mobile phone charging
■ Color: Black
■ Device Dimensions: 151.7x193.2x131.7mm
■ Gift Box Dimensions: 225x210x125mm
■ Outer CTN Dimensions: 515x435x245mm (8 

PCS)

Features 
■ Fashion and elegant appearance
■ 6 customized soft keys for speed dial 

functions including housekeeping, ticket-
booking, switchboard, ordering food, wake-up 
call service, etc.

■ 1 USB charging port for cellphones, iPad and, 
etc.

■ Integrated PoE
■ Provide premium HD audio with wideband 

codec G.722 & Opus

＊Specifications are subject to change without prior notice.
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The TransTel IPV75H SIP Phone is a sleek and 
stylish hotel phone that offers exceptional cost per 
performance. This  phone is designed with an 
emphasis on simplicity and environmental 
friendliness. It is easy to install and configure,  
making it an ideal choice for hotels seeking to 
improve their work efficiency. 

This SIP phone supports fast Ethernet with an 
adaptive  10/100Mbps network port, and it also 
supports POE power supply. Its high interoperability 
makes it compatible with major  platforms, including 
3CX, Broadsoft, Elastix, Asterisk, Xorcom, and many 
others. The phone comes equipped with a 3.5 inch  
(480x320) color screen that provides clear and easy-
to-read display. 


